
Case Clamps

Increases productivity - Quick Changeover (30 Seconds)
Reduces operator fatigue - Effortless operation

Produces better quality cases - accurate performance
Increase your Bottom Line - No Down time due to machine failure

JC Uhling Products Company - Manufactured by Hillco Technologies, Inc
1010 1st Ave Nezperce, Idaho                      208-962-3271

JC Uhling Case Clamps now manufactured 
by Hillco Technol0gies



The carriage rides on bearings 
allowing for quick and effortless 
movement.

Each pressure bar is attached to a 
counter weight that makes adjusting   
the pressure bars easy and fast.  
Additionally the counterweight 
holds them in the desired location.

Carriage mounted operator’s panel 
for quick access to controls.

Individual selection of air pods.

Dual pod pressure bars apply pressure 
to cabinet. Pods are controlled either 
together or independently.  This allows 
for secondary operations such as 
installing a cabinet back while they are 
clamped by the front air pods.

Heavy wall steel frame construction. Adjustable feet to level case clamp.

Clamps cases in an upright 
position as they would be 
installed which lowers the 
cost and changeover time.

Solid back support for all 
pressure bar settings. 

Optional Top Clamp -
Can be added at any time 
to the Case Clamps

3.5”

The pressure bars can extend 3.5” and 
each pressure bar has two air pods that 
can be independently controlled.

Optional solid floor available for clamping cabinets with shallow depths

Vertical design reduces 
floor space requirements 
thus reducing overhead and 
operator fatigue while loading 
and unloading.

Simplicity and user friendliness: Reduces training, 
operator error and fatigue thus increasing 
productivity and improving employee moral.

Pneumatic Operation: Simpler to operate 
and requires less maintenance. No 
Electrical power required. 

Features and Benefits



Release the carriage locks and slide 
the carriage to the desired width.

When the cabinet is in place the operator selects which pressure bars they would 
like to activate to clamp the cabinet.  Those pressure bars are then engaged with 
one master switch putting pressure on the joints evenly clamping them.  

Estimated changeover time: 

Align the carriage with the existing 
holes in the frame and engage the 
carriage lock button to lock the carriage 
in place.

Move the pressure bars up and down to 
fit the cabinet.  Counter weights hold the 
pressure bars in the desired location.

How it works

30 Seconds

Total operating sequence time required: 25 Seconds
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Specifications

Adjustable up and down

Adjustable up and down

Adjustable up and down

Adjustable up and down

Fixed location

Fixed location

HP3000 Specifications
Clamping Capacity 24” D, 96” T, 55” W

Overall Dimensions 32” D, 112” T, 83” W

Operation Pneumatic

Clamping 4 pressure bars

Pressure Bars Adjustment 1 Fixed, 3 Adjustable

Floor Available in HP3000F Model

Stroke Length 3.5”

Construction Heavy Wall Steel Tube

Pressure Regulation 0-120 PSI

Compressor CFM Requirement 1.8 CFM or greater

Changeover Time 30 Seconds (Estimated)

Shipping Weight 1900 lbs

Optional Additional Clamping TC-302 (Top Clamp)

HP2000 Specifications
Clamping Capacity 24” D, 42” T, 50” W

Overfall Dimensions 32” D, 52” T, 74” W

Operation Pneumatic

Clamping 2 pressure bars

Pressure Bars Adjustment 1 Fixed, 1 Adjustable

Stroke Length 3.5”

Construction Heavy Wall Steel Tube

Pressure Regulation 0-120 PSI

Compressor CFM Requirement 1.8 CFM or greater

Changeover Time 30 Seconds (Estimated)

Shipping Weight 1000 lbs

Optional Additional Clamping PB-201 (Optional 3rd Pressure Bar

JC Uhling Products Company - Manufactured by Hillco Technologies, Inc
Nezperce, Idaho                      208-962-3271                         www.jcuhling.com

Proudly Manufacturing in the United States of America.


